
High Quality Pistol 1’’ Impact Wrench

aDurable 
aHigh Torque

People. Passion. Performance. 



High Quality Pistol 1’’ Impact Wrench

TUNE-UP KIT
MODEL TUNE-UP KIT

CP7776 &
CP777-6 894 017 2027

DIMENSIONS

MODEL
A B C

in. mm in. mm in. mm

CP7776 11.22 285 10.62 270 4.33 110

CP777-6 17.71 450 10.62 270 4.33 110

Chicago Pneumatic also offers a large range of air tools, accessories, and
workshop equipment to optimize your air tools durability and performance:

Check www.cp.com website for more information.

DURABLE
Pin less closed
reinforced rocking
dog clutch 
mechanism

SAFE
Socket retainer
ring combined
with hole retainer 

Rubber bumper 
protecting both 
applications & tool

GREAT HANDLING
Side handle - able to 
rotate in 4 positions

EASY-TO-USE
Ergonomic forward/
reverse regulator with 3 
position power settings in 
both directions

COMFORT
Ergonomic handle
with TPR 

Angled down exhaust 
blows air away from
work place

Model Part number
Anvil Speed Working

Torque
Max 

Torque Weight Length
Air

Consumption
average

Air
Consumption

@ load
Sound
Level Vibration Inner Hose

Diameter Air Inlet

inch RPM ft-Ibs. Nm ft-Ibs. Nm Ibs kg inch mm cfm l/s cfm l/s dBA m/s² (k) in mm NPTF

CP7776 894 107 7760 1" 5000 704 
– 1528

955 
- 2073 1770 2400 22.2 10.1 10.5 267 8.2 3.9 33 15.6 93 8.7-(2.8) 1/2" 13 1/2''

CP777-6 894 107 7766 6" 5000 704 
– 1528

955 
- 2073 1770 2400 25.5 11.6 17.0 432 8.2 3.9 33 15.6 93 8.7-(2.8) 1/2" 13 1/2''
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